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M Foldable foot and toe levers help keep the frame tabs from
breaking in a crash

B On-bike adjustability, means you can easily make adjustments
without having to take the entire rear set off the bike

B Linkage included allows to switch between street and race
shift pattern

B Adjustable shift throw allows you to change the shift levers
travel and tighten up the feel from stock (no more false neutrals)

B Replacement parts available for rebuilding damaged sets

848, 1098, 1198 All 13-0201BLK/CLR 13-0201BLK/RED 13-0201BLK/GLD | 13-0201CLR/CLR 13-0201CLR/RED 13-0201CLR/GLD $659.95

749, 999 All 13-0203BLK/CLR 13-0203BLK/RED | 13-0203BLK/GLD | 13-0203CLR/CLR 13-0203CLR/RED | 13-0203CLR/GLD $659.95
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Going racing, or broke your frame's weak stock tabs? These are
our heavy duty replacement rear sets frame tabs for the Ducati
848/1098/1198. Requires cutting old tabs off, grind the surface
clean and weld on new tabs.

Application Part No. Suggested Retail

848, 1098, 1198 All 04-0204 $29.95 pair
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This is an indispensable toolbox item for any Ducati or MV Agusta owner. Machined from 4130 chromoly steel
and hardened to industrial impact socket grade, SpeedyMoto's Axle Nut Sockets fit on any ¥2" socket driver.

[A] Ducati Double-Sided Rear Axle Nut Socket

For use on all Ducati models with single-sided swing arms, this axle wrench tool has both
a—hard to find—41mm and a 46mm socket. Fitting both sides of the rear axle, this tool is
a more effective and less expensive alternative to multiple sockets.The unique "axle
pilot" keeps the tool from slipping off the axle nut.

[B] Ducati 1098 Rear Axle Nut Socket
This axle nut socket fits the 1098 extra large rear axle nut. Machined impact-grade steel
offer quick wheel changes and long tool life.

[C] MV Agusta Front & Rear Axle Nut Socket

This tool fits those huge tapered nuts on the MV'’s rear axle, as well as the front axle.

The MV axle nuts are tapered and a standard socket wrench will gouge and score the
fragile aluminum axle nuts. The SpeedyMoto socket wrench is specially tapered and fits
properly to prevent damage.The exclusive "axle pilot" guides the tool onto the bolt and
keeps it engaged under extreme loads.

Product Application Year Item Number  Suggested Retail
A Ducati Double-sided Axle Nut Socket | Ducatis single-sided swing arms (Except 1098) All 04-0202 $79.95
B Ducati 1098 Axle Nut Socket All Ducati 1098 All 04-0203 $69.95
C | MV Agusta Front & Rear Axle Nut Socket All MV Agusta All 04-0502 $79.95
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This innovative tool supports the frame and rear
suspension when the engine is removed from the
motorcycle, allowing you to easily move or
transport the bike without stands. Our frame
support tool is a must-have for any full-service
shop or Ducati dealership.

Product Application Year Item Number Suggested Retail
A Frame Support Tool Monster, ST, and SS models All 04-0201 $134.95
B Shock Service Tool All Make All 04-0001 $74.95
C Cycle Cynch All Make All CC-1 $39.95
D Cycle Cynch Il All Make All CC-2 $59.95
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e\
4 43 This unique tool enables you to remove your rear shock for
e service and still have a rolling chassis. Because of its full
S - adjustability it will fit any bike. Powdercoated for durability.

Great for any motorcycle service shop or race team.
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Easy, one person installation and safe to use.

Strong, military grade materials are used in producing this industry-preferred
method in motorcycle transport. Includes rubber coated hooks, cam buckle and
loop handles on the tie down that are attached at the D-rings.
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